
AVN 275

Automatische Universal-
Zählmaschine
 

Zum Zählen von Brötchen, Brötchen-Mix, Mini-
Baguettes, Teiglingen, Milchportions- dosen, 
kleinen Käseportionen und ähnlichen 
stückigen Produkten, eingezählt in Folien- 
oder Netzbeutel, Steigen oder Kartons.
 
 
 Universal Automatic 
Counting Machine
 

For counting of bread rolls, bread roll mix, 
mini baguettes, pastry, bagels, coffee cream 
portions, small cheese portions and similar 
products packed into film or net bags, trays 
or boxes.

Technische Daten
 

Zählbereich:
1-999 
 

Elektrischer Anschluss: 
400/230 V, 3-Phasen, N+PE, 50 Hz
andere Anschlüsse auf Anfrage
1,5 - 3,0 kW je nach Maschinentyp
 
 

Druckluftversorgung:
6 bar
100 - 150 Nl/Takt je Maschinentyp
 

Technical data 
 

Counting range: 
1-999 
 

Electrical requirements: 
400/230 V, 3-phase AC, N+PE, 50 Hz 
others on request 
1,5 - 3,0 kW depending on 
machine type
 

Air requirements: 
6 bar, approx. 100 - 150 NI/cycle
depending on machine type
 



Standardausrüstungen 
 
•  Zufuhr-Niveau-Regelung 
    mittels Sensor
•  Verteilerteller
•  Vibrations-Förderinnen 
•  Abstreifer Pendelbürste
•  Fangklappen
•  Sammelbehälter 
•  Microprozessor-Steuerung
 

Zusatzausrüstungen
    

•  Querband
•  Rüttler für Auslauftrichter
•  Brötchen-Mix-Ausführung
•  andere auf Anfrage
 
 

Kombinierbar mit
 

•  Schlauchbeutelmaschine
•  Folienschweißmaschine
•  Kistenbefüllstation  
 

Standard equipment
 
•  infeed level control
    by means of sensors 
•  distribution plates
•  vibrating infeed channels
•  pendulum brush 
•  catcher flaps
•  collector bin
•  microprocessor control
 

Options
 

•  cross-feed conveyor 
•  vibrating outlet funnel
•  bread roll mix version
•  others on request
 
 

To be combined with 
 

•  vertical form, fill and seal machine
•  roll-stock bagger
•  box filling station 
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